
www.usi.com.tw

Contact
Location:

Tel: 
Fax: 
E-mail:

135, Lane 351, Taiping Road, 
Sec. 1, Tsao-Tuen, Nan-Tou,
Taiwan
886-49-2350876  
886-49-2329561
cd_bd@ms.usi.com.tw

http://www.usi.com.tw
141, Lane 351, Taiping Road, Sec. 1, Tsao-Tuen, Nan-Tou, Taiwan
Tel:+886-49-2350-876, 2325-876   
Shanghai:+86-21-5896-6996
Yokohama:+81-45-3483-885                   
West Coast:+1-408-776-1966, 1-408-986-6598
East Coast:+1-919-771-2788

E-mail: usi@ms.usi.com.tw
E-mail: china@usiglobal.com
E-mail: japan@usiglobal.com
E-mail: us-west@usiglobal.com
E-mail: us-east@usiglobal.com

Website: 
Headquarters:

China:
Japan:
U.S.A. 

DashboardDashboard

USI is one of the leading DMS solution providers to 
global automotive industry, fulfilling our customers’
needs of Quality, Flexibility, and Cost-Effectiveness 

Car Electronics

Quality Award
• TS16949/QS9000 certified: Taiwan, China (Shenzhen) and Mexico (Guadarajala)
• ISO14001, ISO 9001, ISO9002, OHSAS18001, Green Management Compliance …etc.
• Chrysler “Gold Pentastar Award”, “Quality Excellence Award”, Ford “Q1 Preferred Quality Award”, 

Siemens-VDO “Top+ Together Award”, “Ship to Stock Certification”, “Certificate of Honor”, 
Valeo “1000 Certified”…etc.

Main Feature
• Digital Display for Speed Meter and Odometer
• SMD Type LED for All Indicator, Warning Light and Back Lighting
• Variable Back Lighting Adjustment Capability
• LCD Odometer Display
• Two Trip Meter Capability
• High Customer Requirements Flexibility 

Product Design Consideration
• Safety Consideration: Over Voltage Protection (OVP), Under Voltage

Protection (UVP), Reverse Voltage Protection (RVP) 
• EMC Consideration

Product Design Capability
• -40 °C ~ 85 °C Operating Temperature Range
• 9V ~ 16V Operating Voltage Range
• 1 Km/H Speed Display Resolution
• 0.1 Km Odometer Resolution
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